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Compact design (approx. 14’10”L x 17" W ).

Accepts 12’ bar stock (round / hex / square) (random & shorter lengths also) 

Patented new guide channel design 

External LED lights display operational status and remaining bar length

Dual bar anti-vibration devices

Self adjusting pneumatic gripper - there is no need to adjust for bar size when clamping

Directly connected synchronization device

Automatic remnant retract.

Single point diameter adjustment for bar loading

Mitsubishi electrical controls and components

Hand held remote

Telescoping node

Fully-functional PLC control combined 
with comprehensive data bank software. 
Feed positioning, torque, and speed are 
accurately controlled and perfectly 
interfaced with CNC lather.
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Easy to operate Multi-language 
powerful control (Integrated within the bar feeder)

Simple adjusting "V type" anti-vibration 
device, no changeover required

These devices greatly reduce the 
effects of bar whip / vibration which 
allows high RPM and machining 
accuracy. Telescoping nose 
supplied between components.

Hand held remote 
control greatly 
increases operator 
control at machine

DUAL ANTI-VIBRATION DEVICE

All new guide channels designed for 
maximum wear resistance, high hardness, 
high accuracy and a long service life. 
Extremely effortless and smooth feeding 
effect. Superior sound buffering. (Patented)

Specially designed bar clamping device is 
adjustment free and features protection for 
small bar diameter. Clamps firmly at all 
times, saving time and providing maximum 
convenience [patented].
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